
 
GENERAL 
Basic functions Transport of heavy cargo, project cargo,  
 pipe feedering, general cargo.  
Classification Lloyd’s Register of Shipping �  100 A1, �  

LMC, UMS, IWS, Green Passport 
Equipped for dangerous cargo according 

 to SOLAS II-2 regulation 19 (excluding I 
and VII) 
 “Equipped for carriage of containers” 

 “Strengthened for heavy cargo up to 
 15 t/m2  
 “Bottom strengthened loading aground” 

 
DIMENSIONS 
Length o.a.  89,24     m 
Length b.p.p.  84,98     m 
Beam mld.  15,20     m 
Depth mld.    7,50     m 
Ballast draft    4,20     m 
Draft max.    6,15     m 
Deadweight at draft = 6,15 m  4.500     t 
Deadweight at draft = 5,40 m  3.600     t 
  
TONNAGE MEASUREMENT  
London-Convention 1969  3.500     GT 
  
CAPACITIES 
Hold (box shaped)  5.500     m3 
 (194.000 cuft) 
Ballast water  2.200     m3 
Fuel oil (gas oil)     300     m3 
Potable water        50     m3 
Sewage       25     m3 
Lubrication oil       15     m3 
Dirty oil       15     m3 
        
Containers  
In hold    110     TEU 
On deck      106     TEU 
Total    216     TEU 
  
PERFORMANCES (APPROX.)  
Speed (at summer draught)    11,3  kn 
  
HATCHCOVERS 
Steel pontoon hatches with cover gantry crane.  
Dimensions hold: 56,60 m x 12,7 m 
 
 

PROPULSION 
1 Diesel engine, output 1520 kW at 1000 rpm, running on gas oil (GO) 
1 Reverse reduction gearbox  
1 Fixed pitch propeller  
1 Oil lubricated stern tube 
 
DECKMACHINERY AND EQUIPMENT  
1 Electro-hydraulic driven bow anchor winch with two warping heads 
1 Electro-hydraulic driven stern anchor winch with one warping head 
1 Set of navigation masts  
1 Rescue boat with davit  
2 Life rafts  
  
EQUIPMENT 
Electrically driven bow thruster unit, approx. 300 kW 
Electric/hydraulic steering gear  
Rudder, spade type  
Container fittings on tank top and on hatch covers 
Lashing eye in hold and on outside of coaming 
Movable grain bulkhead (2 pcs) with 11+2 stowage positions 
Electrically driven hold ventilation for 6 air changes per hour 
  
AUXILIARY  
2 Diesel generator sets 325 kVA, 50 Hz 
1 Emergency/harbour generator set, 77 kVA, 50 Hz 
2 Starting air compressors  
1 Lubrication oil separator  
1 Gas Oil separator 
1 Fuel oil trim pump 
1 Bilge water separator acc. Marpol  
2 Bilge/ballast pumps,each 200 m3/hr at 1,2 bar 
1 Emergency fire fighting pump  
1 CO2 fire fighting system for engine room and cargo hold  
  
ACCOMMODATION 
Crew 8 persons 
  
NAVIGATIONAL  EQUIPMENT 
1 Radio telephone set according to GMDSS for area A3 
  
OPTIONS  
Twin prop propulsion (2x1000 kW CAT + FPP)  
Propulsion with CPP  
Alternative fuels such as HFO (IFO380) and LNG 
Diesel Electric Propulsion (4x~500 kW + Azimuth thrusters)  
Additional tweendeck panels (swl 2,5 t/m2)  
DP2  
Ballast water treatment  
Open top  
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D A ME N  S H I P YA R D S  G O R I N C H E M  Member of the DAMEN SHIPYARDS GROUP  

Industrieterrein Avelingen West 20 P.O. Box 1 phone +31 (0)183 63 99 11 info@damen.com 
4202 MS  Gorinchem 4200 AA  Gorinchem fax +31 (0)183 63 21 89 www.damen.com 
 The Netherlands 

Registered at the Chamber of Commerce, no. 23036357, under the name BV Scheepswerf Damen Gorinchem. 
All our offers are without engagement unless stated otherwise. 
All activities carried out in accordance with the VNSI General Yard Conditions (Netherlands Shipbuilding Industry Association). 
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